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(57) ABSTRACT

A closure plug for closing an opening has an annular sealing
section which is provided to rest against an edge of the open-
ing, and an expansion section which is formed in one piece
with the sealing section and can be adjusted from a mounting
position, in which the sealing section has a mounting diam-
eter at least at one axial end, to an expansion position, in
which the sealing section has a larger diameter.

Sundheim,

14 Claims, 4 Drawing Sheets
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1
CLOSURE PLUG

The invention relates to a closure plug for closing an open-
ing, in particular in a vehicle body.

BACKGROUND OF THE INVENTION

In vehicle body construction a multitude of openings and
holes are produced, which would permit an ingress of mois-
ture and dirt. Also, such openings and holes constitute so-
called sound bridges. Therefore, these openings and holes are
closed with closure plugs. The aim is to seal the openings and
holes and, in addition, to bring about a sound damping.

Closure plugs are made use of for closing these vehicle
body openings. In this connection, a large number of plug
geometries are already known.

DE 102 53 983 Al, for example, shows a closure plug for
sealing and sound-damping closure of a hole in a component.
The closure plug has an annular sealing section which is
compressed when the closure plug is inserted into the open-
ing, and sealingly engages the edge of the opening.

In the known solutions it has turned out to be a drawback
that the mounting of the closure plugs in openings of the
vehicle body requires high mounting forces.

It is therefore the object of the present invention to reduce
the forces required for mounting a closure plug and also to
solve the tightness problems, known from the prior art, of
known closure plugs.

BRIEF DESCRIPTION OF THE INVENTION

In view of the above object, a closure plug is provided for
closing an opening, which includes an annular sealing section
adapted to rest against an edge of the opening. The closure
plug further has an expansion section which is formed in one
piece with the sealing section and can be adjusted from a
mounting position, in which the sealing section has a mount-
ing diameter at least at one axial end, to an expansion posi-
tion, in which the sealing section has a larger diameter, the
sealing section being axially biased outwardly by transferring
the expansion section from the mounting position into the
expansion position. The invention is based on the fundamen-
tal idea of using a plug which when in the mounting position
can be inserted with low force into the opening of the vehicle
body and can then, by applying pressure to a portion of the
plug in the mounting direction, be adjusted to an expansion
position, in which the plug reliably seals against the edge of
the opening. The circumstance that the sealing section of the
closure plug initially has a mounting diameter which is
smaller than the diameter of the sealing section when in the
expansion position allows the closure plug to be inserted into
the opening in a simple manner. Depending on the dimen-
sions, this can be effected completely or at least almost with-
out friction. When the closure plug has been inserted, the
expansion section is adjusted from the mounting position to
the expansion position, so that the sealing section is pushed
outward and its diameter increases. In this way, the sealing
section sealingly engages the edge of the opening into which
the closure plug has been inserted. The closure plug is thus
fixed in place in the opening by axial pressure being redi-
rected so as to obtain a radial deformation. It is particularly
advantageous that the direction in which the expansion sec-
tion is pushed in and the direction of insertion of the closure
plug are identical. The configuration of the closure plug
according to the invention also allows the sealing section to
engage the edge of the opening or the inner surface of the
opening even with different sheet metal thicknesses. It is
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2

especially advantageous that the closure plug can be inserted
into the opening with low mounting force. At the same time,
the adjustment to the expansion position allows the sealing
section to sealingly rest against the edge or the inner sides of
the opening, and a good sealing effect can be achieved in this
way. In addition, the closure plug has a sound damping effect.

Preferably, provision is made that the expansion section is
connected to the sealing section by means of a folding sec-
tion. The folding section allows an axial displacement of the
expansion section to be converted to a radial expansion
motion in a very simple way in terms of design. In addition,
the expansion behavior of the expansion section can be
adjusted by means of the folding section. The expansion
section is transferred from the mounting position to the
expansion position by folding the folding section. Further-
more, in this way the closure plug is permanently fixed in
place in the expansion position because in the expansion
position the folding section is folded. In addition, the folding
increases the stability of the closure plug.

Furthermore, it is conceivable that when the expansion
section is in the mounting position, the folding section
includes at least two stepped cylinder sections. The cylinder
sections produce a defined folding behavior. It is, for
example, conceivable that the folding of the folding section is
effected between the two stepped cylinder sections.

It is further possible that when the expansion section is in
the expansion position, the folding section runs in a meander
shape when viewed in section. The meander-shaped course
allows a particularly stable shape and folding of the folding
section in the expansion position.

Provision may further be made that the folding section is
connected to the sealing section at the axial end thereof which
has the mounting diameter when the expansion section is in
the mounting position.

Itis furthermore conceivable that the expansion section has
adisk-shaped design. This simple geometry allows a shape of
the closure plug which is stable but, at the same time, simple
to manufacture.

In addition, the expansion section may have a diameter that
is larger than half the inside diameter of the sealing section.
Such a configuration enhances the expansion behavior of the
closure plug since the deformation of the expansion section
occurs in the region between the expansion section and the
sealing section and thus in a narrowly defined region of the
closure plug. Also, an expansion section that is comparatively
large in size offers a large engagement surface during mount-
ing, so that the expansion section can be readily pushed from
the mounting position to the expansion position.

Provision may be made furthermore that the sealing sec-
tion includes a surrounding locking edge at its axial end
which has the mounting diameter when the expansion section
is in the mounting position. The surrounding locking edge
allows the closure plug to be securely prefixed in the opening
to be closed, even before the expansion section has been
brought to the expansion position.

Preferably, provision is made that the sealing section
includes a surrounding sealing lip at the axial end opposite the
axial end that can be widened by means of the expansion
section. This may enhance and improve the sealing effect of
the closure plug. The sealing lip may be arranged at an angle
to the sealing section and may be directed or oriented toward
that axial end which can be widened by means of the expan-
sion section. In this way, a prestress can be automatically
applied to the sealing lip when the plug is inserted, as a result
of which the sealing effect is increased.
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Moreover, it is preferably provided that the closure plug is
in the form of a one-piece injection molded part. This allows
a cost-effective production of the closure plug even for high
numbers of units.

BRIEF DESCRIPTION OF THE DRAWINGS

Further features and advantages of the invention will be
apparent from the description below and from the accompa-
nying drawings, to which reference is made and in which:

FIG. 1 shows a perspective view at an angle from above of
an exemplary embodiment of a closure plug according to the
invention;

FIG. 2 shows a perspective bottom view of the closure plug
according to FIG. 1;

FIG. 3 shows a perspective sectional illustration of the
closure plug according to FIG. 1;

FIG. 4 shows a further perspective sectional illustration of
the closure plug according to FIG. 1 in the mounting position,
inserted in an opening of a vehicle body;

FIG. 5 shows a further perspective detailed sectional illus-
tration of the closure plug according to FIG. 1 in the expan-
sion position, inserted in an opening in a vehicle body;

FIG. 6 shows a further perspective sectional illustration of
the closure plug according to FIG. 1 in the expansion position,
inserted in an opening of a vehicle body; and

FIG. 7 shows a further perspective detailed sectional illus-
tration of the closure plug according to FIG. 1 in the expan-
sion position.

DETAILED DESCRIPTION OF THE INVENTION

FIG. 1 shows a perspective view, at an angle from above, of
an exemplary embodiment of a closure plug 10 according to
the invention, which is in the form of a one-piece injection
molded part. The closure plug is formed of a plastic material.

The closure plug 10 includes, as its main components, an
annular sealing section 12, an expansion section 14 and a
folding section 16.

The sealing section 12 and the expansion section 14 are
integrally connected with each other by the folding section
16.

The sealing section 12 includes a surrounding locking edge
22 and a bevel 24 at its axial end 20 at which it is connected
with the folding section 16. The locking edge 22 is adjoined
by a surrounding support surface 26 which is then adjoined by
a surrounding sealing lip 30 at the other axial end 28.

The sealing lip 30 is arranged at an angle to the sealing
section 12 and is oriented toward the axial end at which the
expansion section 14 is connected with the sealing section 12.

The support surface 26 is, in the broadest sense, cylindri-
cal, with the sealing section 12 being slightly conical in the
condition of the sealing plug as illustrated in FIGS. 1 to 3; the
diameter at the end facing the sealing lip 30 is slightly larger
than that at the end provided with the locking edge 22.

The expansion section 14 is configured in the nature of a
circular disk having a diameter that is larger than half the
inside diameter of the sealing section 12. Except for some
room for the folding section 16, the expansion section takes
up the entire interior space inside the sealing section 12.

The expansion section 14 is flat on one side and provided
with reinforcing elements 32 on the other side. The reinforc-
ing elements 32 reinforce and stiffen the expansion section
14.

The reinforcing elements 32 are provided here in the form
of a reinforcing ring 34 and reinforcing ribs 36.
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The reinforcing elements are arranged on that side of the
expansion section that faces the axial end of the sealing ring
12 provided with the locking edge 22.

The folding section 16 connects the expansion section 14
with the sealing section 12, more specifically the outer cir-
cumference of the expansion section 14 with the inside of that
axial end of the sealing section which has the smaller diam-
eter in the initial condition shown in FIGS. 1 to 3, that is, with
the axial end provided with the locking edge. It has two
stepped cylinder sections 38, 40 here, the diameter of the
cylinder section 38 connected with the expansion section 14
being smaller than the diameter of the cylinder section 40
connected with the sealing section 12.

The closure plug 10 can assume two states, namely a non-
locked state in the mounting position, as is illustrated in FIGS.
1 to 4, and a locked state in the expansion position, as is
illustrated in FIGS. 5 to 7.

The transition from the mounting position to the expansion
position occurs in that the expansion section 14 is adjustable
from a mounting position, in which the sealing section 12 has
a mounting diameter at least at one axial end, to an expansion
position, in which the sealing section 12 has a larger diameter.

The diameter of the sealing section 12 is enlarged in that in
the expansion position, the expansion section 14 and the
folding section 16 press the sealing section 12 radially out-
wards. As a result of this, the sealing section 12 can engage the
inside of the opening, so that the closure plug 10 is reliably
clamped within the opening and is firmly held there.

The expansion section 14 has a diameter that is larger than
half the inside diameter of the sealing section 12.

With reference to FIGS. 4 to 7, it will now be explained
below how the closure plug 10 is fixed in place within an
opening O.

The closure plug 10 is inserted into the opening O when in
its mounting position. The expansion section 14 has not yet
been pushed in here, so that it lies above the sealing lip 30.

Here, the opening O to be closed is an opening O of a
vehicle body.

Due to the circumstance that the sealing section 12 of the
closure plug 10 initially has a mounting diameter which is
smaller than the diameter of the sealing section 12 when in the
expansion position, the closure plug 10 can be inserted into
the opening O without great effort.

Once the closure plug 10 has been inserted in the opening,
the expansion section 14 is adjusted from the mounting posi-
tion to the expansion position by simply pushing the expan-
sion section 14 in (cf. FIGS. 4 and 5). This is effected with an
axial force F ;, which is oriented in the direction of the axial
direction of the closure plug 10. In the process, the folding
section 16 is folded, so that the two cylinder sections 38, 40,
which in the initial or mounting condition lie one behind the
other in the axial direction, now lie radially side by side on the
same level. The cylinder sections 38, 40 are dimensioned such
that when they are positioned side by side, they exert a radial
expansion force or radial force F on the sealing section 12,
more precisely on the lower axial end in the Figures. This
causes the end of the sealing section 12 provided with the
locking edge 22 to be widened outwards, so that the sealing
section 12 is pressed against the edge of the opening O.

The expansion position is shown in FIG. 5, which shows a
sectional illustration of the closure plug 10 in the expansion
position.

When the expansion section 14 is pushed in, the sealing
section 12 is pressed outward and its diameter is enlarged.
The sealing section 12 sealingly engages the edge of the
opening O into which the closure plug has been inserted.
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As is apparent from FIGS. 5 to 7, as viewed in section, the
folding section 16 runs in a meander shape when the expan-
sion section 14 is in the expansion position.

Owing to the folding of the folding section 16 which, in
section, has a meander shape when in the expansion position,
the closure plug 10 is reliably fixed in this position. That part
of' the folding section 16 which adjoins the expansion section
14 presses that part of the folding section 16 outward which
adjoins the sealing section 12. In addition, the meander-
shaped folding of the folding section 16 has the advantage
that it is dimensionally stable.

The closure plug 10 is thus fixed in place in the opening O
by the redirection of axial pressure to obtain a radial defor-
mation. It is particularly advantageous that the direction in
which the expansion section 14 is pushed in is the same as the
insertion direction of the closure plug 10. As a result, the
closure plug 10 can be inserted into and fixed in place in the
opening O with one single movement.

The configuration according to the invention of the closure
plug 10 further allows the sealing section 12 to rest against the
edge of the opening or the inner surface of the opening even
with different sheet metal thicknesses.

The invention claimed is:

1. A closure plug for closing an opening in a vehicle body,
comprising an annular sealing section which is provided to
rest against an edge of said opening, and an expansion section
which is connected to said sealing section by means of a
folding section and which is formed in one piece with said
sealing section and can be adjusted from a mounting position,
in which said folding section includes at least two cylinder
sections with different external diameters which lie one
behind the other in the axial direction, and in which said
sealing section has a mounting diameter at an axial end of said
sealing section, to an expansion position in which the two
cylinder sections lie radially side by side on the same level
and exert a radial force on the sealing section and in which
said sealing section has an expansion diameter at the axial end
of said sealing section, said expansion diameter being larger
than said mounting diameter, said sealing section being axi-
ally biased outwardly by transferring said expansion section
from said mounting position into said expansion position.

2. The closure plug of claim 1 wherein said folding section
is connected to said sealing section at said axial end thereof,
wherein said axial end of said sealing section has said mount-
ing diameter when said expansion section is in said mounting
position.

3. The closure plug of claim 1 wherein said expansion
section has a substantially flat and circular disk-shaped
design.

4. The closure plug of claim 1 wherein said expansion
section has a diameter that is larger than half of an inside
diameter of said sealing section when said expansion section
is in said mounting position and said sealing section has said
mounting diameter.
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5. The closure plug of claim 1 wherein said sealing section
includes a surrounding locking edge at said axial end thereof,
said axial end having said mounting diameter when said
expansion section is in said mounting position.

6. The closure plug of claim 1 wherein said sealing section
includes a surrounding sealing lip at a second axial end oppo-
site said axial end that can be widened by means of said
expansion section.

7. The closure plug of claim 1 wherein said closure plug is
a one-piece injection molded part.

8. A closure plug for closing an opening in a vehicle body,
comprising:

an annular sealing section configured to rest against an

edge of the opening;

an expansion section formed integrally with the sealing

section and being adjustable from a mounting position to
an expansion position, an axial end of the sealing section
having a mounting diameter when the expansion section
is in the mounting position and an expansion diameter
when the expansion section is in the expansion position,
the expansion diameter being larger than the mounting
diameter, the sealing section being biased radially out-
ward when the expansion section is transferred from the
mounting position to the expansion position; and

a folding section connecting the expansion section to the

sealing section, the folding section including a first
cylindrical section and a second cylindrical section
coaxial with the first cylindrical section, the second
cylindrical section being located behind the first cylin-
drical section in a direction along a longitudinal axis of
the closure plug when the expansion section is in the
mounting position, the first cylindrical section and the
second cylindrical section being concentric and config-
ured to exert a radial force on the sealing section when
the expansion section is in the expansion position.

9. The closure plug of claim 8 wherein the folding section
is connected to the axial end of the sealing section.

10. The closure plug of claim 8, wherein the expansion
section has a substantially flat and circular disk-shaped
design.

11. The closure plug of claim 8, wherein the expansion
section has an outer diameter and the sealing section has an
inner diameter, the outer diameter of the sealing section being
larger than half of the inside diameter of the sealing section
when the sealing section is in the mounting position.

12. The closure plug of claim 8, wherein a locking edge is
provided at the axial end of the sealing section.

13. The closure plug of claim 8, wherein the sealing section
includes a sealing lip at a second axial end opposite the axial
end, the expansion section being capable of widening the
sealing lip.

14. The closure plug of claim 8, wherein the closure plug is
manufactured as a one-piece injection molded part.

#* #* #* #* #*



